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3/2-Way Seated Type Directional Control Valve
Series D1SE

D1SE UK.indd 26.07.2022

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Subplates and manifolds see chapter 12.

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Dimensions

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1SE-70
FPM: DK-D1SE-V70
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Directional Control Valve
Series D1VW

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Dimensions

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VW-N-91
FPM: SK-D1VW-V-91

C, D -style Option 4N, with lockable manual override
(available for all styles, DC only)

C, D -style

H, K, M -style

Interface EN 175301-803, DC solenoid
B, E, F -style H, K, M -style

Interface EN 175301-803, AC solenoid
B, E, F -style

Ø9.5

Ø5.5

22

93

91.4
162 46

69

A B

93

46

69

Ø9.5

Ø5.5

22

91.4
226

A B

46162

Ø5.5
134.6

Ø9.5

93
69

22 A B

Ø9.5

Ø5.5

22

119.4
93

190

A B

Ø9.5

22

Ø5.5
84

152 46

69
.5 93

.5

A B

Ø9.5

22

Ø5.5
84

46

69
.5 93

.5

211

A B

22

Ø5.5

Ø9.5

127
152 46

69
.5 93

.5

A B
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Directional Control Valve
Series D1VW

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Notes







Directional Control Valve
Series D1VW 8 Watt

D1VW-8W UK.indd 26.07.2022

2

2-15

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Further spool types on request.
To get a DESINA valve, order the combination: JDLJ5.

Ordering Code

Connection Design
series

(not required
for ordering)

Solenoid
voltage
24 V=

Acces-
sories

8 watt 
Solenoid

Electrical 
option

Code Accessories

omit
Standard valve (in combina-
tion with solenoid connec-

tion ñDñ and ñWñ)

5 Always in combination with 
electrical option „J“

Code Connection

D 3) Connector M12x1 as per 
IEC 61076-2-101

W 3) Connector as per 
EN 175301-803

Seals

Code Electrical option

omit

M12 connector in combina-
tion with solenoid connec-
tion ñDñ and ñWñ, see ĂPin 

Assignmentñ

J
M12 connector in combination 
with solenoid connection “D“, 

see “Pin Assignment”

Solenoid identiýcation 
acc. to ISO 9461

LJ

Code Seals
N NBR
V FPM







Directional Control Valve
Series D1VW 8 Watt

D1VW-8W UK.indd 26.07.2022

2
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Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Dimensions

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Interface EN 175301-803, DC solenoid, JWL 
Style B, E Style H, K

Style C, D

M12x1 connector, DC solenoid, JDLJ5 (DESINA) or JDL 
Style B, E

Style C, D

Style H, K

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VW-N-91
FPM: SK-D1VW-V-91

46

69
93

A

156
87.3 Ø5.5

Ø9.5

22 BA B

A

22

B

218
87.3 Ø5.5

Ø9.5

46

69
93

A B

46

69
93

B

156
130.7Ø5.5

Ø9.5

22 A B

71
98

46156
87.3 Ø5.5

Ø9.5

22 A B

71
98

46218
87.3 Ø5.5

Ø9.5

22 A B

71
98

46156
130.7Ø5.5

Ø9.5

22 A B







Directional Control Valve
Series D1VW Inductive Position Control

2-21

D1VW-IPC UK.indd 26.07.2022

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Seals

Further spool types and voltages on request.

Ordering Code Single Solenoid Valve

Connector 
as per EN 

175301-803, 
without plug
(please order 

plug separately)

Design
series

(not required
for ordering)

Solenoid
voltage

Position 
control 5)

Manual 
override 
option

Code Position control Spool position

I2N End position 
monitored side B E, F, B

(Solenoid on a-side)
I5N6) Start position 

monitored side B

I1N End position 
monitored side A K, M, H

(Solenoid on b-side)
I4N6) Start position 

monitored side A

Code Voltage
K 12 V=
J 24 V=

U4) 98 V=
G4) 205 V=

Code Manual override

omit manual override 
(Standard)

T6) without manual 
override

W

Code Seals
N NBR
V FPM























Directional Control Valve
Series D1VW Explosion Proof
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D1VW EE UK.indd 26.07.2022

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Dimensions
B, E -style	 H, K -style

C, D -style

Surface ýnish
NBR

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VW-N-91
FPM: SK-D1VW-V-91

Dimensions







Directional Control Valve
Series D1MW

2-35

D1MW UK.indd 26.07.22

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Ordering Code

Other spool types on request.

Solenoid
options

Connection Design
series

(not required
for ordering)

Solenoid
voltage

Surface
protection

Code Solenoid option

omit manual override 
(Standard)

T without manual 
override

W
extended manual 

override with rubber 
cover

Code Solenoid voltage
K 12 V =
J 24 V =

Code Connection

W 2) Connector as 
per EN 175301-803

J 2) Connector 
DT04-2P “Deutsch“

A 2) 2-pin AMP 
Junior Timer

Code Surface protection

omit
Standard, only for 
connection “J“ and 

“A“

1P 3)

Anti corrosion 
coating acc. to DIN 
EN ISO 9227 NSS, 
200 h for extreme 

conditions.

Seals

Code Seals
N NBR
V FPM







Directional Control Valve
Series D1MW

2-38

D1MW UK.indd 26.07.22

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Dimensions

Dimensions with EN 175301-803 Connector
B, E, F -style	 H, K, M -style

C and D -style

Dimensions with 2pin AMP Junior Timer Connector (only C and D -style shown)

Dimensions with ñDeutschñ DT04-2P Connector (only C and D -style shown)

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VW-N-91
FPM: SK-D1VW-V-91

Ø5.5

Ø9.5

226 46
91.4

22

254 (manual override
with rubber cover)

A B

67

46

69
93

91.4
162

Ø5.5

Ø9.5

22

176 (manual override
with rubber cover)

A B

Ø5.5

Ø9.5

46

69
93

226
91.4

22

254 (manual override
with rubber cover)

A B

162

Ø5.5

Ø9.5

134.6

22

46

69
93

176 (manual override
with rubber cover)

A B















Directional Control Valve
Series D3W

2-45

D3W UK.indd 27.07.22

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Dimensions

C, D -style

C, D -style

Interface EN 175301-803, AC solenoid
B, E, F -style	 H, K, M -style

Interface EN 175301-803, DC solenoid
B, E, F -style	 H, K, M -style

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Surface ýnish

BK385 4x M6x40
ISO 4762-12.9

13.2 Nm
±15 %

NBR: SK-D3W-30
FPM: SK-D3W-V-30









Directional Control Valve
Series D3W Inductive Position Control

2-49

D3W IPC UK.INDD 27.07.2022

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Seals Design
series

(not required
for ordering)

Manual 
override 
option

Connector 
as per 

EN 175301-803,
without plug 

(Please order plug 
separately)

Solenoid
voltage

Further spool types and solenoid voltages on request.

Inductive 
position 

control with 
CE-code

Code Solenoid voltage
K 12 V =
J 24 V =

U 3) 98 V =
G 3) 205 V =

Position 
control 4)

Code Solenoid option

omit manual override 
(Standard)

T 5) without manual 
override

Code Position control Spool position

I2 End position 
monitored side B E, F, B

(Solenoid 
on a-side)I5 5) Start position 

monitored side B

I1 End position 
monitored side A K, M, H

(Solenoid 
on b-side)I4 5) Start position 

monitored side A

NW

Code Seals
N NBR
V FPM

Ordering Code Single Solenoid Valve

















Directional Control Valve
Series D3MW

2-57

D3MW UK.indd 27.07.22

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Ordering Code

Solenoid
options

Connection Design
series

(not required
for ordering)

Solenoid
voltage

Code Solenoid option

omit manual override 
(Standard)

T without manual 
override

Code Connection

W 2) Connector as 
per EN 175301-803

A 2) 3) 2-pin AMP 
Junior Timer

J 2) 3) Connector 
DT04-P2 “Deutsch“

Code Voltage

K 12 V=

J 24 V=

Seals

Code Seals

N NBR

V FPM

Further spool types on request.

Surface
protection

Code Surface protection

omit
Standard, only for 
connection “J“ and 

“A“

1P

Anti corrosion 
coating acc. to DIN 
EN ISO 9227 NSS, 
200 h for extreme 

conditions.







Directional Control Valve
Series D3MW
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D3MW UK.indd 27.07.22

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Dimensions

Interface EN 175301-803
B, E, F -style	 H, K, M -style

C, D -style

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Dimensions with AMP Connector (only C and D -style shown)

Surface ýnish

BK385 4x M6x40
ISO 4762-12.9

13.2 Nm
±15 %

NBR: SK-D3W-N-30
FPM: SK-D3W-V-30

Dimensions with DT04-P2 ñDeutschñ Connector (only C and D -style shown)
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D3-D11 UK.indd  27.07.22

Pilot Operated Directional Control Valves
Series D31*W, D*1VW

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

D31NW

Surface ýnish Kit

BK385 4x M6x40
ISO 4762-12.9 13.2 Nm ±15 % NBR: SK-D31NW-N-91

FPM: SK-D31NW-V-91

D31DW

Surface ýnish Kit Kit

BK385 4x M6x40
ISO 4762-12.9 13.2 Nm ±15 % NBR: SK-D31DW-N-91

FPM: SK-D31DW-V-91

Dimensions

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Ø6.8

93
33.5 87.5

138.5

170

226

Stroke
adjustment12

70
72

17
6*

83

Ø11

30

B A

A B

76

Monitor
switch

Ø10.5

94

18
8*

70
12

72

31

68
101

Ø6.8
122

135

BA

86 140

205

Stroke
adjustment Monitor

switch

AB

* Please add for each sandwich plate +40 mm (pressure reducing valve, choke valve meter-in/-out).



Pilot Operated Directional Control Valves
Series D31*W, D*1VW
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D3-D11 UK.indd  27.07.22

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Dimensions

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Surface ýnish Kit Kit

BK320
4x M10x60
2x M6x55

ISO 4762-12.9

63 Nm ±15 %
13.2 Nm ±15 %

NBR: SK-D41VW-N-91
FPM: SK-D41VW-V-91

D81VW, D91VW

Surface ýnish Kit Kit

BK360 6x M12x75
ISO 4762-12.9 108 Nm ±15 % NBR: SK-D81VW-N-91 / SK-D91VW-N-91 

FPM: SK-D81VW-V-91 / SK-D91VW-V-91 

D41VW

* Please add for each sandwich plate +40 mm (pressure reducing valve, choke valve meter-in/-out).

92
11

10
7

20
0*

94
16464

101

Ø11

235

A B

44
.5

AB
Stroke

adjustment Monitor switch

116
118

12

22
3* Monitor switch

230
300

76
117

Ø13.5

57

A B

Stroke
adjustment

AB

13
0
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Pilot Operated Directional Control Valves
Series D31*W, D*1VW

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

D111VW

Dimensions

The space necessary to remove the plug as per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Surface ýnish Kit Kit

BK386 6x M20x90
ISO 4762-12.9 517 Nm ±15 % NBR: SK-D111VW-N-91

FPM: SK-D111VW-V-91

* Please add for each sandwich plate +40 mm (pressure reducing valve, choke valve meter-in/-out).

20
198
200

59

97
Ø22

325
391

AB

A B

Monitor switch

34
7*

22
9

25











Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ

2-78

D3-D11 REG-HYB UK.indd 12.07.22

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation
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Flow Curve Diagrams
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Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Flow Curve Diagrams
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D31NW on request.



Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ
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D3-D11 REG-HYB UK.indd 12.07.22

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Pilot Flow

P

T

C

B

(drawn offset)

1/16"NPTF

1/16"NPTF

X

A 1/8"NPTF

C
B

1/8”NPTF
M6 DIN906

T P

X P
(drawn offset)

A 1/8"NPTF

P T
M6  DIN906

M6  DIN906

B

C

1/16"NPTF

1/16"NPTF

X B

C

Y

T
(drawn offset)

P

B

C 1/16"NPTF

1/16"NPTF

X

(drawn offset)

B

C 1/16"NPTF

1/16"NPTF

PT

B

C 1/16"NPTF

1/16"NPTF

(drawn offset)

open, closed

Pilot oil
Inlet Drain B C

internal external

external external

internal internal

external internal

D31NWR

D41VWR	 D41VWZ

D91VWR	 D91VWZ

D111VWR	 D111VWZ

P
B A C

TX Y

P
B A C

TX Y

A B A B

a 0 b

a
0

b

a 0 b

a
0

b

Pilot oil inlet (supply) and outlet (drain)

open,       closed

Pilot oil
Inlet Outlet B C

internal

external

internal

external

external

external

internal

internal

A

Orifice Ø1.5

Orifice Ø1.5

Orifice Ø1.5

Orifice Ø1.5
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Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Dimensions

A B
79

11
4

123
300

Ø6.8

30

Ø11

70
23

77

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Surface ýnish

BK385 4x M6x40
ISO 4762-12.9

13.2 Nm
±15 %

NBR: SK-D3W-30
FPM: SK-D3W-V-30

D3DWR 
Regenerative and hybrid function with additional plate òH10-1666L / H10-1662 / A10-1664 / A10-1665Lñ, see 
chapter 12



Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ
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D3-D11 REG-HYB UK.indd 12.07.22

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Surface ýnish Kit Kit

R 6.3max
0.01/100

BK320
4x M10x60
2x M6x55

ISO 4762-12.9

63 Nm ±15 %
13.2 Nm ±15 %

NBR: SK-D41VW-N-91
FPM: SK-D41VW-V-91

D41VWR/Z

* Please add for each sandwich plate +40 mm (pressure reducing valve, choke valve meter-in/-out).

239
228

164

44
.5

Only for D41VWZ

A B

92
108

20
0*

Ø11

AB

10
7

D31NWR 
Regenerative and hybrid function with additional plate òH10-1666L / H10-1662 / A10-1664 / A10-1665Lñ, 
see chapter 12

Surface ýnish

BK385 4x M6x40
ISO 4762-12.9 13.2 Nm ±15 % NBR: SK-D31NW-N-91

FPM: SK-D31NW-V-91

Dimensions

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

Ø10.5

94

18
8*

70
12

72

31
68

101

Ø6.8
122

155

Stroke
adjustment

AB

BA

86 140
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Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ

2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Dimensions

D91VWR/Z

Surface ýnish Kit Kit

R 6.3max
0.01/100

BK360 6x M12x75
ISO 4762-12.9 108 Nm ±15 % NBR: SK-D81VW-N-91 / SK-D91VW-N-91 

FPM: SK-D81VW-V-91 / SK-D91VW-V-91 

116

313
306

230

57

A B

Only for D91VWZ

B A

Ø13.5

22
3*

13
0

D111VW

Surface ýnish Kit Kit

R 6.3max
0.01/100

BK386 6x M20x90
ISO 4762-12.9 517 Nm ±15 % NBR: SK-D111VW-N-91

FPM: SK-D111VW-V-91

59

32
2*

198
325

421

Only for D111VWZ

A B
Ø22

22
9

The space necessary to remove the plug per EN 175301-803, design type AF is at least 15 mm. 
The torque for the screw M3 of the plug has to be 0.5 to 0.6 Nm.

* Please add for each sandwich plate +40 mm (pressure reducing valve, choke valve meter-in/-out).



Regenerative and Hybrid Valves
Series D3DWR, D31NWR, D*1VWR, D*1VWZ
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2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Notes











2-89

D_P UK.indd 27.07.22

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Ordering Code
Direct Operated Directional Control Valves
Series D4P, D9P, D11P

Seals Design
series

(not required
for ordering)

AccessoriesPilot oil
supply and 

drain external/
external

Code Seals
N NBR
V FPM

Code Accessories

omit Standard valve 
w/o accessories

3A Pilot choke, 
meter-out

3B Pilot choke, 
meter-in

3D 2) Stroke adjustment 
side B

3E 2) Stroke adjustment 
side A

3F 2) Stroke adjustment 
side A and B

2

Further spool types, styles and position control on request.









2-93

D_P UK.indd 27.07.22

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

Dimensions
Direct Operated Directional Control Valve
Series D1VP

D1VP*90

D1VP*4L

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VP-N-87
FPM: SK-D1VP-V-87

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VP-N4-91
FPM: SK-D1VP-V4-91
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Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

D4P

Direct Operated Directional Control Valves
Series D3DP, D4PDimensions

Surface ýnish

BK320
4x M10x60
2 x M6x55

ISO 4762-12.9

63 Nm ±15 %
13.2 Nm ±15 %

NBR: SK-D41VW-N-91
FPM: SK-D41VW-V-91

D3DP

Surface ýnish

BK385 4x M6x40
ISO 4762-12.9

13.2 Nm
±15 %

NBR: SK-D3DP-N-42
FPM: SK-D3DP-V-42

Ø11

88

121

Ø6.5

30

70

77

A B

92
94

11

13
4

165
101

63
Ø11

44
.5

Stroke
adjustment

A B

B A
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Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

2

D9P

D11P

Dimensions
Direct Operated Directional Control Valves
Series D9P, D11P

Surface ýnish

BK360 6x M12x75
ISO 4762-12.9 108 Nm ±15 % NBR: SK-D91VW-N-91

FPM: SK-D91VW-V-91

Surface ýnish

BK386 6x M20x90
ISO 4762-12.9 517 Nm ±15 % NBR: SK-D111VW-N-91

FPM: SK-D111VW-V-91

198
200

20

25
4

59

31990
Ø22

AB

A B

23076
Ø13.5

116
118

12

15
5

57

Stroke
adjustment

117

A B

B A
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2

Catalogue MSG11-3500/UK

Parker Hanniýn Corporation

Direct Operated Directional Control Valve
Series D1VADimensions

B, E, F -style

Surface ýnish

BK375 4x M5x30
ISO 4762-12.9

7.6 Nm
±15 %

NBR: SK-D1VA-N-91
FPM: SK-D1VA-V-91

H, K, M -style

C, D -style




















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































	MSG11-3500UK Cover

